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Entrance/Exit Pad  

 Install a construction Entrance/Exit Pad using 
1.5 to 3.5 inch diameter aggregate 

 Lay stone 6 inches thick, at least 20 feet long 
from the back curb or edge of pavement, and 
a minimum 16 feet wide 

 Use geo‐textile underliner for entire pad 

 Use to prevent tracking mud onto the road by 
all vehicles 

 Must be maintained daily throughout con‐
struction 

Soil Piles 

 Locate away from any down slope, street, 
driveway, stream, lake, wetland, ditch, or 
drainage way 

 Stabilize  with mulch and/or vegetation. Tem‐
porary seed such as annual rye or winter 
wheat is recommended for topsoil piles 

 

DISCLAIMER: RULES AND REGULATIONS  CAN 
CHANGE. FOR  CURRENT AND  COMPLETE 
SPECIFICATIONS CONTACT CITY OF AIKEN 

ENGINEERING  DEPT. 



E R O S I O N  C O N T R O L  I S  A  
C O S T L Y  P R O B L E M  

 Regulations 

 Erosion control within the  City of  Aiken shall 
be in accordance with SCDOT specifications  
SCDHEC requirements and the City of Aiken’s 
Sediment Control and Storm Drain Ordinances. 

 All sediment and erosion control devices shall be 
inspected every seven (7) days. 

 Silt fence and/or other control devices, as may be 
required, shall be provided. All  erosion control 
devices shall be properly maintained during all 
phases of construction until the completion of all 
construction activities and all disturbed areas 
have been stabilized. 

 The contractor must take necessary action to 
minimize the tracking of mud onto paved road‐
ways from construction areas and to minimize 
the generation  of dust.  

 Residential subdivision require erosion control 
features for infrastructure as well as for individu‐
al lot construction. Individual property owners 
shall follow these plans during construction or 
obtain approval of an individual plan in accord‐
ance with  SC Regulation 72‐300  ET  SEQ. and 
SCR100000. 

 Temporary diversion berms and/or swales will be 
provided as needed during construction to pro‐
tect  work areas from upslope runoff and/or to 
divert sediment –laden water  to appropriate 
traps or stable outlets. 

 All waters of the State (WOS). Including wet‐
lands, are to be flagged or otherwise clearly 
marked in the field. A double row of silt fence is 
to be installed in all areas where a 50 foot buffer 
can’t be maintained between the disturbed area 
and all  WOS. A 10 foot buffer should be main‐
tained between the last row of silt fence and all 
WOS. 

 Litter construction debris, oils, fuels, and build‐
ing products with significant potential for impact 
(such as stockpiles of freshly treated lumber) and 
construction  chemicals that could be exposed to 
storm water must be prevented from becoming a 
pollutant source in storm water discharges. 

Controlling Erosion and Sedimentation 

 Erosion control is important for all con‐
struction sites.  Only a few controls are 
needed for most  sites, however all erosion 
controls must be maintained daily. 

 Use of  silt fence 

 Use of a construction exit 

 Temporary mulching / grassing 

 Slope drains on all vertical slopes 

 Leave as many existing trees as possible 

s o l u t i o n s  

 By the end of each work day, sweep or scrape up 
soil tracked on to the road. Stabalize with mulch 
and/or vegetation on all areas at finish grade 
while maintaining normal erosion controls. 

Eroding construction sites are a leading cause of 
water quality  problems in  South Carolina.  For 
every acre under construction, about a dump 
truck and a  half of soil washes in a nearby lake or 
stream or storm drain unless the contractor uses 
erosion controls. Leaving as many trees as possi‐
ble  helps cut down  on erosion. 

Silt Fencing 

 Install prior to land disturbance 

 Install on down slope side of site parallel to 
contour of land 

 Extend ends up slope enough to allow water 
to pond behind fence 

 Bury fabric/silt fence in trench 8 inches 
deep with 4 inch lip 

 Leave no gaps. Overlap section of silt fence, 
or twist ends of silt fence together 

 Inspect and repair daily. Remove sediment 
if deposits reach half the fence height 

 Use 2 rows of state approved silt fence adja‐
cent to state waters, lakes, wetlands, and 
streams 


